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Outdoor enclosure 

Outdoor Hybrid Enclosure with Power and Fiber Connectivity

Outdoor Hybrid Enclosure - Pole Mount Optional

PART NUMBER OHE-24-6PN-G4 OHE-24-10PN-G4

Dimensions 15.5 in H x 13.6 in W x 7.72 in D​ 
17 in H with glands

15.5 in H x 13.6 in W x 7.72 in D​ 
17 in H with glands

Weight 12 lbs 13 lbs

Power Terminals 12 Terminals (6 Circuits) 20 Terminals (10 Circuits)

Fiber Adapter 6 LC Quad Adapter 6 LC Quad Adapter

Cable Gland Seal Custom configuration for cable diamters (5 mm - 44 mm)

Enclosure Material Polymer, Ruggedized, UV Rated, Gray

STANDARD FEATURES

Mounting Wall Mount

Enclosure Door Hinged

Security Stainless steel latch with padlock clasp

Outdoor Temperature Range -40°C to +80°C (-40°F to +176°F)

Environmental, Sealing NEMA 4X, IP 66

Instrumented  Dart Impact 73°F, 565 in-lb.

Falling Ball Impact 73°F 900 in/lb. Test Spec. UL-746

Flame Rating UL, 5VA. Test Spec. UL-94

Outdoor UV Exposure F1. Test Spec UL

Wall Mount

Customizable
gland sealing

PACKAGING INFORMATION

Packaging Quantity 1 unit / box

Shipping Box Size (in) 24 L x 18 W x 10 H

Packaging Weight 12.5 lbs (6PN)
13.5 lbs (10PN)

Optional mount 
available
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MODEL NUMBER OHE-24-10P-G4

Dimensions (ext.) 15.5 in H x 13.6 in W x 7.72 in D​

Weight 29 lbs.

Radios Supported up to 10

Fibers 24 max (12 duplex)

DC conductors 20C (10 pair) 6-14 AWG

Surge Protection, 
Class I / Type 2 none

Cable Gland Seal custom configuration for cable diameters 
5 mm -44 mm

Wind Load 150 mph (sustained): 85.72 lb (381.3N)
195 mph (sustained): 144.86 lb (644.5N)

STANDARD FEATURES

Fiber Type multi-mode or single-mode

DC Termination screw activated with metal plate clamping

Security stainless steel latch with padlock clasp

Outdoor Temperature Range -40°C to +80°C

Environmental, Sealing NEMA 4X

Cable Entry gland seal

Tower Mount
galvanized universal mount for horizontal 
or vertical pipe, 50 – 114 mm (2 - 4.5 in) OD 
with mounting and banding capabilities

outdoor enclosure

banded option
custom  

gland sealing

horizontal mountvertical mount

Outdoor Hybrid Enclosure with Flip up Fiber 
Tray - Pole Mount included

enclosure latches

shown:
patented  
flip-up tray
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