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QSFP Port Breakout Solution

Features
•	 16 Discrete QSFP breakouts per 1U
•	 128 Fibers per 1U
•	 MPO or LC pigtails
•	 OM4 or Singlemode
•	 Customizable cable management
Applications
•	 QSFP/SFP breakout
•	 QSFP/SFP port replication
•	 Trunk distribution

Module Part Number Configuration

Module Specifications
4 Port LC Interface

OPTICAL - MPO Pigtail*

Fiber Type Singlemode Multimode

Operational Wavelength 1310 / 1550 nm 850 / 1300 nm

Insertion Loss 0.55 dB 0.55 dB

Return Loss -60 dB -20 dB

OPTICAL - LC Pigtail*

Fiber Type Singlemode Multimode

Operational Wavelength 1310 / 1550 nm 850 / 1300 nm

Insertion Loss 0.40 dB .40 dB

Return Loss -60 dB              -20 dB

Environmental

Operational Temp 0 to +70°C (+32 to +158°F)

Installation Temp 0 to +60°C (+32 to +140°F)

RoHS 2011/65/EU

HyperClone

*mated pair

 Glass Type Singlemode OM4

MPO Pigtail HDM-FL-SM-LC-QSFP-M3 HDM-FL-M4-LC-QSFP-M3

LC Pigtail HDM-FL-SM--LC-SFP-M3 HDM-FL-M4-LC-SFP-M3

Distribution HDM-FL-SM--LC--E HDM-FL-M4-LC--E

HDM-FL-SM-LC-QSFP-M3 shown

HDM-FL-SM--LC-SFP-M3 shown

HDM-FL-SM--LC--E shown
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Compliance
TIA 568; C.3, ISO/IEC 11801; Telcordia GR-409 
standards. RoHS compliant. 100% factory tested

Environmental

Operational Temp 0 to +70°C (+32 to +158°F)

Installation Temp 0 to +60°C (+32 to +140°F)

RoHS 2011/65/EU

Panel Specifications

Part Number HDCE-FL

Size 1RU height, 19 inch rack

Module Capacity 16

Part Number HDCE-FL-2U

Size 2RU height, 19 inch rack

Module Capacity 32

HDCE-FL shown

Cable management platform serves as LC release tool 

QSFP Port Breakout Solution

HyperClone


