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1. Introduction & System
Requirements

This document provides comprehensive guidance for using the Fischer
Firmware Update Tool, a Windows-based application that facilitates
firmware updates for Fischer devices over a local network.

To ensure proper functionality of the Fischer Firmware Update Tool, the
following prerequisites must be met:

Operating system: Windows 10 or later

Network Connectivity: An active internet connection is required

Device Network Configuration: Fischer devices must be connected to the same local
network as the host PC running the Firmware Update Tool.

The Fischer Firmware Update Tool is incompatible with macOS and Linux systems.
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2. Installation

The Fischer Firmware Update Tool is a standalone executable and does
not require installation. To begin using the software, follow these
steps:

1. Download the Fischer Firmware Update Tool
a. Obtain the .zip file from the official distribution source

fischer_firmware_update_tool_v1.0.22+23.zip

. Extract the contents of the .ZIP file to a preferred directory

& [ Extract Compressed (Zipped) Folders

Select a Destination and Extract Files

Files will be extracted to this folder:

C:\fischer_firmware_update_tool_v1.0.22+23

B Show extracted files when complete

Extract Cancel

3. Launch the Application: Double-click the executable to open the Fischer Firmware Update Tool

data 31372025 7:51 PM File folder

W fischer_ota_tool 5/13/2025 7:51 PM Application 162 KB

[4] flutter windows.dll 5/13/2025 7:51 PM Application exten... 18,361 KB
screen_retriever windows_plugin.dil 5/13/2025 7:51 PM Application exten... 126 KB

window_manager_plugin.dll 51372025 7:51 PM Application exten... 148 KB
ger_plug PP
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1. Launch the Application:
a. Open the Application entitled Fischer OTA Tool

data M13/2025 7:51 PM File folder

7 fischer_ota_tool M13/2025 7:51 PM Application 162 KB

B flutter_windows.dll f13/2025 7:51 PM Application exten... 18,361 KE
B screen_retriever_windows_plugin.dll f13/2025 7:51 PM Application exten... 126 KB

B window_manager_plugin.dll f13/2025 7:51 PM Application exten... 148 KB

2. Determine Primary Device IP Address from the Display Unit
a. Click the Menu button on the display unit

W viaPhoton

PRIMARY

<PP'EV N E.‘:~".T>

58.1v 98% 0w

0 £ 0 A State of Charge

:
= MENU -=DEVICES ALERTS

b. Click the configure button from the menu screen

o S| @

CONFIGURE PREFERENCES
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3. User Guide

c. Take note of the IP address of the device from the configuration screen

0y CONFIGURE -

PARAMETERS

MAIN DISCONNECT LIMIT B8
AUX DISCONNECT LIMIT 3%
CONFIGURE RRT OFF

3. Connect to the Primary Device
a. Enter the Primary Units IP address in the Fischer Firmware Update Tool Connection Screen

W7 viaPhoton

fischer

Enter IP Address

b. Enter the Primary Units IP address in the Fischer Firmware Update Tool Connection Screen

W viaPhoton

fischer

Enter IP Address

192.168.103. 57
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3. User Guide

4 Select the Network Interface

a. Select the appropriate network interface

Selected network interface will expose the port for fischer ™ to
communicate with this tool

1. 192.168.130.102

2.172.23.160.1

Continue

b. Click “Continue”

Please select Interface for Incoming traffic

Selected network interface will expose the port for fischer ™ to
communicate with this tool

1. 192.168.130.102

2.172.23.160.1

c. If prompted, allow access through the network firewall for the first connection
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3. User Guide

5. Download the firmware file from the official download link

AN

PRIMARY-BPM_D
.3-v1.0.40.bin

6. Upload the firmware file

a. Click on “Upload Firmware”

B
4 viaPhoton

- Display  Supplemental

Primary Unit

Primary Unit (PK250507-PT001)
Hardwure BFM_0.5

* Upload Firmware
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3. User Guide

b. Select the firmware file and click “Open”

Ui » This PC » Local Disk (C:) » Firmware Search Firmware

Crganize * Mew folder

Mame Date modified Type Size

D PRIMARY-BPM_0.5-v1.0.40.bin 3/8/2025 8:39 PM BIM File 1,314 KB

File name: | PRIMARY-BPM_0.5-v1.0.40.bin e ‘ Files (*.bin)

c. A pop-up entitled “Update Firmware” will appear, in it click “Confirm”

Update Primary Firmware b4

Firmware File

PRIMARY-BPM_0.5-v1.0.40.bin
48 WiB

Firmware Version Hardware Version

v 1.0.40 BPM_0.5
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7. AFirmware Update will begin

a. Allow the Firmware to Update

Update Primary Firmware 4

Firmware File

PRIMARY-BPM_0.5-v1.0.40.bin

43

Firmware Version Hardware Version

b. A green banner stating “Firmware Updated Successfully” will appear when the update is
completed

@ Firmmane Upd ited Successfully

W\ viaPhoton

- Display  Supplemental

Primary Unit

Primary Unit (24ECAA4TC2F4)

Hardwars EFM_D.5
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