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To ensure proper functionality of the SNMP GUI Tool, the following 
prerequisites must be met:

1. System Requirements

• Operating system: Windows 10 or later
o Tested on Windows 11 23H2 (Build 22631.4169)
o Linux and macOS are not supported

• Network Connectivity: An active internet connection is required
• Device Network Configuration: SNMP-enabled devices must be reachable from the host PC 

running the SNMP GUI Tool via the local network or appropriate routing

While the tool is designed to function on all supported Windows versions, 
user experience may vary depending on system setup. Please contact the 
developer if any issues arise.
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2. Installation 
Follow the steps below to install and run the SNMP GUI Tool:
1. Download the SNMP GUI tool

a. Obtain the zip file from the official distribution source

3. Extract the ZIP File
a. Locate the downloaded .zip file.
b. Right-click the ZIP file and select “Extract All...” from the dropdown menu.

c. Confirm or choose the destination in the pop-up window, then click “Extract”.
d. This will create a new folder with the extracted contents in the same location.

2. Connect an Ethernet Cable to the primary fischer unit
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2. Installation 
4. Locate the Executable

a. Inside you will find 3 files
▪ SDL2.dll
▪ liblvgl-sdl.dll
▪ snmpwalk.exe

5. Run the Application
a. Double-click on snmpwalk.exe to launch the application.
b. A Windows SmartScreen pop-up may appear. If it does:

1. Click on “More info.”

2. Then click “Run anyway” to continue.
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2. Installation 
6. App Launch Behavior

a. Two windows will open:

▪ A logging terminal
▪ The SNMP GUI interface screen

7. Connect to a Device
a. In the UI screen, enter the IP address of the SNMP-enabled device.

b. Wait for the tool to establish a connection.
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2. Installation 

c. If the connection fails:

d. After the connection is established, the Fischer device's data is shown on the SNMP GUI

▪ Ensure the device is powered and reachable on the same network.
▪ Check your firewall settings and allow snmpwalk.exe through the firewall 

if prompted.
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3. User Guide 
1. Home Screen

a. Below are the following HOME screen buttons and their functions:
▪ PREV: Navigates to the Previous Node
▪ NEXT: Navigates to the next node
▪ Menu: Navigates to the Menu Screen
▪ Devices: Navigates to the Devices Screen
▪ Alerts: Navigates to the Alerts Screen.
▪ SOC Bar: Navigates to the OVERALL STATUS Screen

2. Menu Screen
a. Below are the following MENU screen buttons and their functions:

▪ HOME: Navigates to Home Screen
▪ RETURN: Navigates to the last viewed screen
▪ CONFIGURE: Navigates to the Configure Screen
▪ PREFERENCES: Navigates to the Preferences Screen
▪ ABOUT: Navigates to the About Screen.
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3. User Guide 
3. Configure Screen

a. Below are the following CONFIGURE screen buttons and their functions:
▪ HOME: Navigates back to the Home Screen
▪ RETURN: Navigates to the last viewed screen
▪ CONFIGURE RRT: Navigates to the CONFIGURE RRT Screen
▪ ETHERNET: Navigates to the ETHERNET Screen
▪ MAIN DISCONNECT LIMIT: Navigates to the MAIN DISCONNECT LIMIT Screen
▪ AUX DISCONNECT LIMIT: Navigates to AUX DISCONNECT LIMIT Screen

4. Preferences Screen
a. Below are the following PREFERENCES screen buttons and their functions:

▪ HOME: Navigates back to the Home Screen
▪ RETURN: Navigates to the last viewed screen
▪ TEMPERATURE UNIT: Toggle between °C / °F
▪ SET DAY AND TIME: Navigates to Set Day and Time Screen
▪ ENABLE SERVER: Navigates to the ENABLE SERVER Screen
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5.ABOUT Screen
3. User Guide 

a. Below are the following ABOUT screen buttons and their functions:
▪ HOME: Navigates back to the Home Screen
▪ RETURN: Navigates to the last viewed screen
▪ PREVIOUS: Navigates to the previous node
▪ NEXT: Navigates to the next fischer Node

6. ETHERNET Screen
a. Below are the following ETHERNET screen buttons and their functions:

▪ HOME: Navigates back to the Home Screen
▪ RETURN: Navigates to the last viewed screen
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3. User Guide 
7. MAIN DISCONNECT LIMIT SCREEN

a. Below are the following MAIN DISCONNECT LIMIT screen buttons and their functions:
▪ HOME: Navigates back to the Home Screen
▪ RETURN: Navigates to the previously viewed page
▪ MAIN DISCONNECT LIMIT: Allows user to set the SOC threshold
▪ MAIN DISCONNECT HYPERSTATIS LIMIT: Allows user to set the hysteresis 

8.AUX DISCONNECT LIMIT SCREEN
a. Below are the following AUX DISCONNECT LIMIT screen buttons and their functions:
▪ HOME: Navigates back to the Home Screen
▪ RETURN: Navigates to the previously viewed page
▪ AUX DISCONNECT LIMIT: Allows user to set the SOC threshold
▪ AUX DISCONNECT HYPERSTATIS LIMIT: Allows user to set the hysteresis 
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3. User Guide 
9. CONFIGURE RRT SCREEN

a. Below are the following CONFIGURE RRT screen buttons and their functions:
▪ HOME: Navigates back to the Home Screen
▪ RETURN: Navigates to the previously viewed page
▪ RRT Enabled: Turn RRT ON/OFF
▪ MAX CHARGE CURRENT LIMIT: Set new value 

10. DEVICE SCREENS
a. Below are the following DEVICE screen buttons and their functions:
▪ HOME: Navigates back to the Home Screen
▪ RETURN: Navigates to the previously viewed page
▪ DRY CONTACT INPUT: Dry Contact Input Configuration
▪ DRY CONTACT OUTPUT: Dry Contact Output Configuration
▪ ALARM INPUT: Alarm Input Configuration 
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3. User Guide 
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3. User Guide 
a. Below are the following DRY CONTACT INPUT CONFIGURATION screen buttons and their 
functions:
▪ HOME: Navigates back to the Home Screen
▪ RETURN: Navigates to the previously viewed page
▪ PREVIOUS: Navigates through inputs
▪ NEXT: Navigates through inputs
▪ NAME: Allows user to give input a custom name 
▪ ENABLE ALERT: Allows user to turn On/OFF
▪ TRIGGER STATE: Allows user to select the state at which to trigger the input
▪ ALARM PRIORITY: Allows user to select the Priority
▪ ACTION: Allows user to select the action to perform upon input/output trigger

11. DRY CONTACT INPUT CONFIGURATION SCREEN
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3. User Guide 
12. DRY CONTACT OUTPUT CONFIGURATION SCREEN

a. Below are the following DRY CONTACT OUTPUT CONFIGURATION screen buttons and 
their functions:

▪ HOME: Navigates back to the Home Screen
▪ RETURN: Navigates to the previously viewed page
▪ PREVIOUS: Navigates through inputs
▪ NEXT: Navigates through outputs
▪ NAME: Allows user to give the output a custom name 
▪ ENABLE ALERT: Allows user to turn  On/OFF
▪ TRIGGER STATE: Allows user to select the state at which to trigger the output
▪ ALARM PRIORITY: Allows user to select the Priority
▪ ACTION: Allows user to select the action to perform upon input/output trigger
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3. User Guide 
13. ALARM INPUT CONFIGURATION SCREEN

a. Below are the following ALARM INPUT CONFIGURATION screen buttons and their 
functions:

▪ HOME: Navigates back to the Home Screen
▪ RETURN: Navigates to the previously viewed page
▪ PREVIOUS: Navigates through inputs
▪ NEXT: Navigates through inputs
▪ NAME: Allows user to give the alarm input a custom name 
▪ ENABLE ALERT: Allows user to turn  On/OFF
▪ TRIGGER STATE: Allows user to select the state at which to trigger the input
▪ ALARM PRIORITY: Allows user to select the Priority
▪ ACTION: Allows user to select the action to perform upon input/output trigger



Fischer SNMP GUI: viaPhoton User Manuals                17

viaphoton.com    331.240.4040   3557 Butterfield Rd, Suite 105  Aurora, IL 60502
Rev 05/14 ©2025 viaPhoton, Inc. All rights reserved.

3. User Guide 
14. ALERTS SCREEN

a. Below are the following ALERTS screen buttons and their functions:
▪ HOME: Navigates back to the Home Screen
▪ RETURN: Navigates to the previously viewed page

15. OVERALL STATUS SCREEN

a. Below are the following OVERALL STATUS screen buttons and their functions:
▪ HOME: Navigates back to the Home Screen
▪ RETURN: Navigates to the previously viewed page
▪ PREVIOUS: Navigates between nodes
▪ NEXT: Navigates between nodes
▪ VOLTAGES: Navigates to Cell Voltage Screen
▪ TEMPERATURE: Navigates to Temperature Screen
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3. User Guide 
16. CELL VOLTAGES SCREEN

a. Below are the following CELL VOLTAGES screen buttons and their functions:

▪ HOME: Navigates back to the Home Screen
▪ RETURN: Navigates to the previously viewed page
▪ PREVIOUS: Navigates between nodes
▪ NEXT: Navigates between nodes

17. TEMPERATURES SCREEN

▪ HOME: Navigates back to the Home Screen
▪ RETURN: Navigates to the previously viewed page
▪ PREVIOUS: Navigates between nodes
▪ NEXT: Navigates between nodes

a. Below are the following TEMPERATURES screen buttons and their functions:
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