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HyperReach

Fiber Trunk Module MMC
FTM-288SMPW-MCMMCMBY-xx

Indoor Fiber Trunk Module 
288 fibers, singlemode, plenum, 18 port MMC-16 
male, modules, white

Dimensions
Length Range variable length

Cable Diameter 14 mm (0.55 in)

Minimum Bend Radius

20 x cable diameter 
(load)
10 x cable diameter  
(no load)

Product Type fiber trunk module assembly

Cable Type indoor, plenum

Fiber Type single-mode

Jacket Color yellow

Total Fibers, 
Quantity 288

End 1 Module 
Adapter

MMC-16 male 18 Ports (288 fiber)
pre-installed pulling housing

End 1 Module Qty 1

End 2 Module 
Adapter

MMC-16 male 18 Ports (288 fiber)
pre-installed pulling housing

End 2 Module Qty 1

Module Color white

Environmental / Mechanical 
Operating  
Temperature 0°C to +70°C (+32°F to +158°F)

Performance (100% factory tested)

Insertion Loss* @ 
1310/1550 nm 0.50 dB (typ)

Return Loss * 
@ 1310/1550 nm  0.50 dB (typ)

Compliance

RoHS, TIA 568 C.3, 
ISO/IEC 11801,  
Telcordia GR-409  
standards

Configuration

*per mated pair




