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HyperReach

MPO and LC Fiber Trunk Modules

• MPO/LC trunk solution
• MPO/MPO trunk solution
• LC/LC trunk solution
• Base8, Base12, Base16
• Supports OM4, OM5 and OS2
• Density up to 1536 MPOs in a 1U panel
• Density up to 192 LCs in a 1U panel
• High density uses tabbed jumpers

Specification Parameter
Compliance
TIA 568; C.3, ISO/IEC 11801; Telcordia GR-409 
standards. RoHS compliant. 100% factory tested 
and pre-terminated to specified length. 

Operational Wavelength 1310 / 1550 nm

LC Insertion Loss 0.3 dB

MPO Insertion Loss 0.3 dB

LCU Return Loss 

MPO Return Loss 

-50dB (typ)

-60 dB (typ) 

Operational Wavelength 850 / 1300 nm

Insertion Loss @ 850 nm 0.55 dB

Model Number see matrix for model number 

Environmental
Operational Temperature 0 to +70°C (+32 to +158°F)

Installation Temperature 0 to +60°C (+32 to +140°F)

RoHS 2011/65/EU

182 mm (7.2 in)

40.8 mm 
(1.6 in)

34.5 mm 
(1.4 in)

Optical Multi-Mode




